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(57) Abstract: The invention relates to methods and a system for the management and transmission of events from a server (2) to 
at least one client (1), by means of a communication connection (9), whereby the server (2) has at least one server event service 
(7), communicating with at least one client (1), by means of a communication connection (9) and at least one unit interface (10), 
communicating with the at least one server event service (7). The client (1) comprises at least one client event server (6), communi- 
cating with the server (2), by means of a communication connection (9). A logging of possible events takes place in both the client 
event server (6) and the server event service (7). Incident events are passed from the unit interface (10) to the server event service 
(7), the client event service (6) initiates requests to the server event service (7) and, based on a submitted request to the server event 
service (7), the recorded events are transmitted to the client event service (6). Events received from the client event service (6) are 
transmitted to a client application (4). 

(57) Zusammenfassung: Die Erfindung betrifft Verfahren und ein System zur Verwaltung und Ubertragung von Ereignissen von 
einem Server (2) iiber eine Kommunikationsverbindung (9) zu mindestens einem Client (1), wobei der Server (2) mindestens einen 
Server-Ereignisdienst (7), der uber eine Kommunikationsverbindung (9) mit mindestens einem Client (1) kommuniziert, und min- 
destens eine Anlagenschnittstelle 
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(10), die mit dem mindestens einen Server-Ereignisdienst (7) kommuniziert, aufweist. Der Client (1) weist mindestens einen Client- 
Ereignisdienst (6) auf, der liber eine Kommunikationsverbindung (9) mit dem Server (2) kommuniziert. Eine Registrierung moglicher 
Ereignisse findet sowohl in dem Client-Ereignisdienst (6) als auch in dem Server-Ereignisdienst (7) statt. Eintretende Ereignisse 
werden von der Anlagenschnittstelle (10) an den Server-Ereignisdienstes (7) ubergeben, der Client-Ereignisdienst (6) initiiert An- 
fragen an den Server-Ereignisdienst (7), und aufgrund einer eingegangenen Anfrage an den ServerEreignisdienst (7) werden die 
erfassten Ereignisse zum Client-Ereignisdienst (6) iibertragen. Vom ClientEreignisdienstes (6) empfangene Ereignisse werden zu 
einer Client- Anwendung (4) iibertragen. 



